
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

VTEC Laboratories, Inc. certifies that the Generation-50 Product  

supplied by HealthyLine showed zero ozone detected 

when operated for 8 hours inside a sealed chamber 

 

PRESENTED TO 

HealthyLine 
515 7th Ave. New York, NY 10018 

 

Product Tested: Generation-50 

VTEC #100-6829 

Tested: May 26, 2021 

 

Test Method: The sample was placed inside a sealed steel chamber at room temperature 

 and operated for 8 hours.  After every hour the ozone inside the chamber was  

measured using detector tubes with a range from 0.05 to 1.4 ppm. 

 

 

   

 Andrew Joslin 

 Test Engineer 

   

 Notice:  VTEC Laboratories Inc. will not be liable for any loss or damage resulting from the use of the data in this report, in excess of the 

invoice. This report pertains to the sample tested only. Such report shall not be interpreted to be a warranty, either expressed or implied as to the 

suitability or fitness of said sample for such uses or applications, as the party contracting for the report may apply such sample. 

 

Disclaimer: This is a factual report of the results obtained from the laboratory test of sample products.  The results may be applied only to the 

products tested and should not be construed as applicable to other similar products of the manufacturer.  The report is not a recommendation 

or disapprobation by VTEC Laboratories, Inc. of the material tested.  While this report may be used for obtaining product acceptance, it may 

not be used in advertising. 


